
AIRCRAF T LOAD/UNLOAD
FREIGHT TRANSFER

C ONVEYING OPERATIONS
ULD/PALLET MANEUVERABILITY

Portable Belted 
Conveyor
This equipment offers flexibility, 
ease of movement, and quick 
setup, making it essential for 
efficient handling operations.

Our Portable Belted Conveyor is specifically 
designed for transporting goods over a short 
distance either for loading or unloading 
applications. Adding the optional portable 
gravity section to this unit adds even further 
flexibility and increases the overall length 
and ease of operations. The lift gate is 
operator friendly to lift and adjust for 
different elevations and allows for egress 
when needed. The versatility in power 
options, length, setup, and mobility 
extends its applicability beyond parcel 
handling to non-parcel sectors.

Lift gate for egress access

Removable side pans

Heavy duty swivel locking casters 
for easy maneuverability

Bi-directional belt

•	 Heavy duty swivel locking casters  
for easy maneuverability.

•	 Bi-directional belt.

•	 Lift gate for egress access. 
Adjustable leg for different 
platform elevations.

•	 Removable side pans.

•	 Optional gravity roller section.

•	 ��Belt speed options up to 80 ft/min.

Key Features



A world leader in airline, air cargo and material handling equipment for over 40 years,  
FAST Global Solutions designs, builds, installs and services an expansive portfolio of robust,  
ruggedly-built, dependable equipment for today’s global commerce operations.

To learn more, contact the knowledgeable and experienced FAST Team: 

conveyorsales@fastsolutions.com    +1 (320) 634-5126      fastsolutions.com
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SPECIFICATIONS

Power Requirements 120vAC; 20 ft long power cord is 
supplied with a twist lock plug

Belt Speed Up to 80 ft/min; 1 HP motor

Load Capacity 50 lbs/ft

Operation Belt start/stop selector switch  
on both sides of the unit near  
the gate. Four E-stops. Belt  
load/unload selector switch.  
Manual liftable gate for egress. 

Machine Base Width 4'-8 3/4" (56 3/4")

Length without 
Gravity Roller

20'-4 3/4" (244 3/4")

Overall Length with 
Gravity Roller

30'-4 3/4" (364 3/4")

Belt Width 35.5"
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